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RMPR4CH 
Rack Mount Passive 

4 Channel Receiver Card 
High Immunity DVRT Recommended 

RM3UCASE 

19” Rack Mount Case 19” Rack Mount Case 
and Rack Mountand Rack Mount  
Receiver CardsReceiver Cards 

Rack Mount 3U Case w/ Power Supply 

RMPS12 
Rack Mount Power Supply 

 12 VDC / 1Amp 

 
 19" 3U Rack Mount Case w/ Built–in Power Supply 
 Holds up to 15 Passive or 14 Active Rack Mount Cards 
 One Additional Slot for an Auto Redundant Power Supply 
 No Cooling Fans Required 
 Ideal for Large Scale Security Applications 
 12 VDC Power Supply Included 

RMARCH 
Rack Mount Active 

1 Channel Receiver Card 
High Immunity DVRT Recommended 
Built-In Transient Surge Protection 

Model RMPR4CH RMARCH 
 Input Connection 1 x RJ-45 
 Video Output 4 Port / 1Vp-p / 75 Ω / BNC 1 Port / 1Vp-p / 75 Ω / BNC 
 Audio Output n/a 2Vp-p / 10 Ω / RCA Connector 
 Power Input n/a  12 VDC 
 Power Consumption 10mA (Power Source / RM3UCASE) 80mA (Power Source / RM3UCASE) 
 Distance Controls  n/a 1 ON = 0-1000 ft 
 Distance Up to 3250 ft Up to 1.5 mi 
 Recommended Cable Unshielded Twisted Pair (UTP) Cable (24 AWG)  
 Dimensions WxHxD (in) 1 x 5 x 5.5 
 Weight (oz) 5.3 3.9 
 Construction / Color Metal / ABS / Black Metal / ABS / Black 

1 x Terminal Block 


